
Prozessorkarte G8-GEP für GE 800
Prozessorkarte mit Blackfin, Flash BIOS für Basisbetriebssystem und 
Leistungsmerkmale und Status-LED für Status und Diagnose.

Die Karte G8-GEP darf nur im Einschub „GEP“ des Intercom Servers GE 800 
verwendet werden.

Die aktuellste Version der Software erhalten Sie unter:
www.software-manuals.com

Achtung
Vorsichtsmaßnahmen bei Handhabung elektrostatisch gefährdeter Bau-
elemente beachten !

Hinweis des Herstellers
Dieses Gerät erfüllt die Anforderungen der EU-Richtlinie 2014/30/EU. 
Hierfür trägt das Gerät die CE-Kennzeichnung.

Hierfür trägt das Gerät die CE-Kennzeichnung.
Bitte bewahren Sie diese Beschreibung sorgfältig auf!
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Processor Card G8-GEP for GE 800
Processor card with Blackfin, Flash BIOS for basic operating system and 
features and status-LED for status and diagnosis.

The plug-in card G8-GEP may be used only in the slot “GEP“ of the Intercom 
Server GE 800.

For the current software please visit:
www.software-manuals.com

Attention
Observe the precautions for handling of electrostatic sensitive devices !

Manufacturer's reference
This equipment fulfils the requirements of the EU standard 2014/30/
EU. Therefore this equipment is CE-labelled.

Therefore this equipment is CE-labelled.
Please keep this description in safe custody !
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